Las Vegas Terminal Radar Approach Control (L30) and Las Vegas Valley Soai-ing
Association

LETTER OF AGREEMENT

EFFECTIVE: May 2, 2001

SUBJECT: INTERFACILITY COORDINATION PROCEDURES.

1. PURPOSE. This agreement establishes an area and procedures for glider operations within controtied airspace
under the jurisdiction of Las Vegas Terminal RADAR Approach Control. These areas shall be designated as the
“West Soaring Window™ and “East Soaring Window”,

2. AUTHORIZATION., This Agreement authorizes the Las Vegas Valley Soaring Association to deviate from the
requirements of FAR 91.215(b)(3Xii) during operations inside the Soaring Windows.

3. SCOPE. This agreement provides joint positive action in promoting a safe environment for glider aircraft while
sport flying activities are being conducted.

4. DEFINITIONS.
a. L30—Las Vegas Terminal RADAR Approach Control (TRACON).
b. LVVSA—Las Vegas Valley Soaring Association.
¢ West Soaring Window—area of operation as described/depicted in attachments.
d. East Soaring Window—area of operation as described/depicted in attachments.
5. RESPONSIBILITIES,

a. The Las Vegas Valley Soaring Association shall ensure that all their pilots/operators, and other necessary
personne] are briefed and fully understand the procedures in this agreement.

b. L30 is nor responsible for separation between gliders, and between gliders and other aircraft.

€. Pilots shail comply with all applicable Federal Aviation Regulations Except for deviations specified in
paragraph 2.

d. LVVSA pilots shall obtain the current runway configuration at McCarran International Alirport prior to
entering the Mode C Veil (between 9,000 and 10,000 feet MSL). McCarran ATIS information is available
on frequency 132.4, via telephone by calling {702) 736-0950, or as a last resort, by calling the Las chas
TRACON Operauons Supervisor at (702) 262-5925.

e. LVVSA shall advise pilots which Soaring Window is available for use depending on McCarran Airport
runway configuration.
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6. PROCEDURES.

a. Pilots shall not conduct glider operations when visibility is less than 5 miles. Weather conditions shall be
such that visual reference to the ground can be maintained at all times.

b. Pilots shall become sufficiently familiar with the local terrain features so that flight will be contained within
the Soaring Windows by visual reference to the ground.

¢. Pilots shall operate within the Soaring Windows only during times when the windows are active.
d. The Soaring Windows shall be active daily, from 1100 local until official sunset.
e. The East Soaring Window shall only be used when McCarran Airport is on a runway 01 configuration.
f. The West Soaring window shall be used all other times.
g. Upon receiving notification that McCarran International Airport is landing on runway 01, pilots shall
immediately cease opcrations in the West Soaring Window, and commence operations in the East Soaring
Window.
7. ATTACHMENTS.
a. Attachment 1. East/West Soaring Windows description.
b. Attachment 2, East Soaring Window pictorial,

¢. Attachment 3. West Soaring Window pictorial.

A TWD. Masino, Jr. Stephen R. Dvorchak
Air Traffic Manager, President,
Las Vegas Terminal Radar Approach Las Vegas Valley Soaring Association

Federal Aviation Administration Jean, Nevada
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Attachment 1

WEST SO G WINDOW DESCRIPITION.

Beginning at N35 49.675 W115 25.618 (HWY 161 & Sandy Valley Rd.) thence direct

N3543.101 W115 29.950 (Lecad Mountain) thence direct

N35 40.617 W1135 23.146 (Intersection of two dirt roads approx. one mile west of the rest area) thence direct

N35 45560 W115 21.320 (Intersection of two dirt roads approx. one mile southwest of Jean) thence direct point of
beginning. Altitudes of operation shall be between 9,000 and 10,000 feet MSL only.

AST SO G Wi W DE

Beginning at N35 45.880 W115 19.330 (Railroad tracks abeam south end of Jean runway) thence direct

N35 45.895 W115 15.713 (Intersection of two dirt roads approx. half a mile north of the gravel pits) thence direct
N35 44.224 W115 13.739 (Intersection of power lines and dirt road) thence direct

N3541.376 W115 20.974 (Railroad tracks two miles south of BORAX) thence direct point of beginning.
Altitudes of operation shall be between 9,000 and 10,000 feet MSL only.
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Attachment 2

EAST SOARING WINDOW.







